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Order number: 51800028
Open text field 1: -1
Open text field 2: B-Ware, 18,5 Zoll (16:9) LCD-Industriemonitor der
Manufacturer: Winmate
Weight:3.7 kg

W18L100-OFA1

Price on request
Prices plus VAT plus shipping costs

Ready to ship today,
Delivery time appr. 1-3 workdays

Product information "W18L100-OFA1"

18,5 Zoll Industrie-LCD für den professionellen Einsatz
Industriemonitor in robuster Openframe-Stahlblechausführung
Rückseitig berührungssicher abgedeckt (Käfig-Chassis)
Ausgelegt für industrielle Anwendungen im Dauerbetrieb

article group specification: 518

Manufacturer: WM

Manufacturer: Winmate

series name: WM-Serie

Manufacturer item number: W18L100-OFA1

mechanics: Open Frame

dimensions width: 44,9

dimensions height: 23,2

dimensions depth: 4,8

weight: 3,7

Material housing: Stahlblech / steel sheet

protection device: IP20

controls: 5 Keys: -, +, Power, Esc, Enter

VESA-Mounting Interface: VESA 75 x 75 mm

mounting: Einbau von hinten / back installation

Display-diagonal (inch): 18,5

aspect ratio: 16:9

resolution: 1366 x 768

brightness: 250 cd/m²

contrast: 1000:1
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voltage input DC: 12 V/DC

external power supply: 12 V/DC, 100 - 240 V/AC, DC plug

VGA: 1 x 15-pin D-sub

DVI: 1 x DVI

operating temperatur min.: 0°C

operating temperatur max.: 50°C

warranty: 24 Monate / 24 months

Related links to "W18L100-OFA1"

- Do you have any questions concerning this product?
- Further products by Winmate

https://www.tl-electronic.com/winmate/
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