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Order number: 15200132
Open text field 1: -1
Open text field 2: Embedded Industrie-PC mit 2x PCI-Erweiterungsslot,
Intel Celeron N2930
Manufacturer: TL Electronic
Weight:5 kg

EL2122

Price on request
Prices plus VAT plus shipping costs

Delivery time: upon request

Product information "EL2122"

Industrial PC for professional wallmount use Industrial computer in sturdy wall-mountable steel sheet housing Mainboard version (Mini-ITX) Safe
fixing of all cables and moving parts Configuration and interfaces as desired Customer specific adjustments in mechanics and design Designed for
industrial applications in continuous operation Easy installation with mounting bars Made in Germany Long-term availability

article group specification: 152

Manufacturer: TL

Matchcode manufacturer: nein

Manufacturer: TL Electronic

series name: EmbeddedLine

Manufacturer item number: EL2122

mechanics: Embedded-PC

dimensions width: 21,0

dimensions height: 13,95

dimensions depth: 22,0

weight: 5

Material housing: Stahlblech / steel sheet

Material Front : Stahlblech / steel sheet

colour: RAL 7035 / light grey

controls: 2 Keys: Power, Reset, Status-LEDs

wall mounting: Ja / yes

cooling: lüfterlos / fanless

Mainboard form factor: Mini-ITX

CPU Typ : Celeron

CPU Model : N2930

CPU 64bit : Ja

CPU speed: 1,83 GHz
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CPU cores: 4

CPU socket: FCBGA1170

RAM size (MB): 4096

RAM Typ : SO-DDR3

PCI : 2

Grafik Controller: Intel HD Graphics Z3700 series

SSD design: 2.5"

SSD capacity (GB): 128

USB : 4 x USB 2.0

LAN: 2x RJ45 - 10/100/1000 Mbps

Seriell : 3 x RS-232, 1 x RS232/422/485

PS/2 : 2 x Mini-DIN

voltage input DC: 12 V/DC

power adapter: Optional externes Netzteil 100 - 240 V/A

operating temperatur min.: 0°C

operating temperatur min.: 50°C

warranty: 24 Monate / 24 months

Related links to "EL2122"

- Do you have any questions concerning this product?
- Further products by TL Electronic

Available downloads:

Download Drawing Embedded-PC-EL2122

https://www.tl-electronic.com/tl-electronic/
https://www.tl-electronic.com/media/pdf/16/d7/59/15200132_DRAWINGEMBEDDED-PC-EL2122.pdf
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